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Overview

SpillSmart 100L Oxidising Agent Storage Cabinets
provide compliant, space-saving storage for Class 5.1
oxidising substances. Designed for under-bench
use, they ensure safe segregation while minimising
fire intensification risks in compact environments.

Features

Complies with Australian Standard AS4326
Compact under-bench design

Double wallthermal barrier construction
Dual side vents for ventilation

Self-closing doors for enhanced safety

Secure key lock with 3-point latch system

® Description

SpillSmart 100L Oxidising Agent Storage Cabinets are
engineered to provide safe and compliant storage for
hazardous Class 5.1substances where spaceislimited.

Designed in accordance with Australian Standard AS4326,
the cabinet features a double wall thermal barrier, dual
ventilation and automated self-closing doors to improve
safety and reduce fire-related risks.

The under-bench configuration allows installation beneath
work surfaces, making it ideal for laboratories, workshops
and controlled environments.

Oxidising agents can intensify fires when exposed to
combustible materials, making segregation critical. This
cabinet helps isolate these substances from incompatible
chemicalsand materials.

Polyethylene spill trays are integrated into the shelf and
sumptocapture leaksand prevent contamination.

A secure key lock with 3-point latching system ensures
controlled access, while 180-degree opening doors allow
easy shelfadjustmentand container handling.

With a100L capacity, the cabinet is suited to storing smaller
containers such as Winchester bottles and frequently used
oxidising substances.

DESIGNED FOR:

* Under-bench storage of Class 5.1 oxidising agents
* Laboratoriesand controlled environments

* Reducingfireintensificationrisks

®* Chemical segregation at point-of-use

® Space-restricted work areas

SPECIFICATIONS:

® Capacity:100L

* Dimensions: H800 x W1100 x D500mm

* Weight:100kg

® Storage: Holds 24 x 2.5L Winchester bottles

® Configuration: Double door under-bench cabinet
with1adjustable shelf

® Construction: Double wall with thermal barrier

®* Compliance: AS4326

CODE

DESCRIPTION

ES-C-OSC-100 100L Oxidising Substance Cabinet

Optional earthing point and cable available MAY 2026
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