250L OXIDISING
AGENTS STORAGE
CABINET
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Overview

SpillSmart 250L Oxidising Agent Storage Cabinets
provide compliant, high-capacity storage for Class
5.1 oxidising substances. Designed to reduce fire
intensification risks and ensure safe chemical
segregation, they support safe storage in industrial
environments.

Features

Complies with Australian Standard AS4326

Double wall thermal barrier construction

Dual side vents for ventilation DESIGNED FOR:
Self-closing doors for enhanced safety

High chemical resistance polyethylene spill trays ® Storage of Class 5.1 oxidising agents

Secure key lock with 3-point latch system

* Reducingfireintensificationrisks

®* Chemical segregation and safety compliance

M H * |ndustrial and commercial environments
® Description

* High-volume hazardous storage applications

SpillSmart 250L Oxidising Agent Storage Cabinets are
engineered to provide safe and compliant storage for
hazardous Class 5.1substances.

Designed in accordance with Australian Standard AS4326,

the cabinet features a double wall thermal barrier, dual SPECIFICATIONS:

ventilation and automated self-closing doors to help

reduce fire-related risks and maintain safe storage * Capacity: 250L
conditions.
* Dimensions: H1825 x W1100 x D500mm
Oxidising agents can intensify fires when in contact with * Weight:187kg
combustible materials, making proper segregation and
storage critical. These cabinets help isolate oxidising * Storage: Holds9x20L containers

substances fromincompatible chemicals and materials. « Configuration: Double door with 3 adjustable shelves

Polyethylene spill trays are fitted to each shelf and the * Construction: Double wall with thermal barrier

sumptocontainleaks and prevent contamination. .
P P ®* Compliance: AS4326

A secure key lock system with 3-point latching ensures

controlled access, while 180-degree opening doors allow

easy shelfadjustmentand container handling.

With a 250L capacity, the unit accommodates up to 9 x 20L
containers, making it ideal for high-volume oxidising agent

storage. CODE DESCRIPTION

ES-C-OSC-250 250L Oxidising Substance Cabinet

Optional earthing point and cable available MAY 2026
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