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Overview

SpillSmart Aluminium Floor Bunding is a durable,
drive-over containment solution designed for
permanent spill control in industrial environments.
Engineered for smooth vehicle access and reliable
performance, it provides an effective bunding
system for high-traffic areas and hazardous liquid
storage.

Features

Drive-over low-profile design

Marine-grade aluminium construction

Smooth Transition Function (STF) technology
Integrated traction grooves

Fire resistant and non-sparkingPre-drilled for easy
installation

© Description

SpillSmart Aluminium Floor Bunding is designed to deliver
long-term spill containment in demanding industrial and
commercial environments.

Manufactured from marine-grade aluminium, the system
provides excellent corrosion resistance, strength and
durability, making it suitable for high-traffic areas including
warehouses, loading zones and access points. The robust
construction is capable of withstanding frequent vehicle
movement while maintaining effective containment.

The low-profile design incorporates SpillSmart's Smooth
Transition Function (STF) technology, allowing forklifts,
trucks and vehicles to pass over the bunding smoothly
without disruption. This reduces impact during operation
while maintaining a defined containment barrier.

Precision traction grooves improve grip and safety in busy
work environments, while the aluminium construction is fire
resistant, non-sparking and non-magnetic, making it
suitable for use with both hazardous and non-hazardous
liguids.

Supplied in pre-drilled 1.2 metre sections, the bunding is
designed for straightforward installation and can be
configured to suit a wide range of site layouts, including
doorways, access points and perimeter bunding.

DESIGNED FOR:

®* Warehouse driveways and access points
* Loading docks and high-traffic zones

®* Hazardous chemical storage areas

®* Wash bays and maintenance areas

® Internal and external access openings

® Industrial and commercial facilities

SPECIFICATIONS:

* Marine-grade aluminium construction

®* 200mm width x 30mm height profile

® 1200mm standard section length

®* Smooth Transition Function (STF) profile
®* Machined traction grooves

® Fire resistant, non-sparking, non-magneticPre-
drilled for installation

CODE

DESCRIPTION

ES-B-FB-A 200mm (W) x 30mm (H) x 1200mm (L)
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