DRAIN WARDEN

PRODUCT INFORMATION SHEET

Overview

SpillSmart Drain Warden is a stormwater filtration
system designed to capture pollutants before they
enter drainage networks. Installed beneath drain
grates, it provides continuous protection by filtering
contaminants from water runoff.

Features

Capturesdebris, silt, oil and hydrocarbons
Continuous filtration of stormwater runoff
Built-in overflow for heavy rainfall conditions
Simple installation with no modification required
Optional absorbent bilge sock for oil capture

Reusable and easy to maintain

© Description

SpillSmart Drain Warden is engineered to provide ongoing
protection against pollutants entering stormwater systems
inindustrialand commmercial environments.

Installed beneath the drain grate, the unit sits suspended
within the drain pit and filters incoming water through a
geotextile fabricand optional absorbent media.

As stormwater flows through the system, solids, silt,
hydrocarbons and debris are captured within the filter
basin or absorbent components, while clean water
continuesto passthrough.

An integrated overflow system ensures performance is
maintained during heavy rainfall conditions, preventing
flooding or backup.

The unit requires minimal maintenance beyond periodic
inspection and cleaning, making it a practical and cost-
effective long-term solution for stormwater management.

Designed for versatility, it is available in multiple sizes and
can be customised to suit specific site requirements.

DESIGNED FOR:

* Worksites and industrial facilities

® Carparksandloading areas
* Marinasand waterfront environments
* Shopping centres and public spaces

* Areasexposed to runoff contamination

SPECIFICATIONS:

® Geotextilefiltration system

* Optional polypropylene absorbent bilge sock
* Integrated overflow feature

® Suspended installation beneath drain grate

® Multiple sizes and custom configurations

* Reusable and easy to maintain

* Australian Made

CODE DESCRIPTION

ES-DW-600 600mm x 600mm (300mm basin)
ES-DW-900 900mm x 900mm (450mm basin)
ES-DW-1200 1200mm x 1200mm (600mm basin)
ES-DW-2400 2400mm x 1200mm (600mm basin)
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