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Overview

SpillSmart Green Poly Silt Socks provide a ready-to-
use sediment control solution designed for fast
deployment and reliable performance. Pre-filled
and highly durable, they effectively reduce runoff
velocity while filtering sediment from stormwater.

Features

Pre-filled and ready to deploy

Reduces water flow and runoff velocity
Captures sediment and debris

Durable UV stabilised poly outer mesh
Reusable and long-lasting design

Quick and easy installation

© Description

SpillSmart Green Poly Silt Socks are engineered to deliver
fast and effective sediment control in environments where
rapid deployment and consistent performance are critical.

Unlike standard silt socks that require on-site filling, these
units are pre-filled, allowing immediate placement and use
without additional preparation.

The outer mesh is constructed from durable, UV stabilised
polyethylene, providing enhanced strength and longevity
in harsh site conditions.

Designed to slow water flow while allowing filtration, the
socks capture sediment and debris before it can enter
stormwater systems or waterways.

Their flexible design allows them to be positioned around
drains, along contours or across flow paths, making them
suitable forawide range of erosion control applications.

Reusable and easy to handle, they provide a practical, high-
performance alternative to traditional sediment control
methods.

DESIGNED FOR:

® Construction and civil works sites

* Stormwater inlet protection

® Erosion and sediment control

®* Roadworks and infrastructure projects

* High-traffic or high-demand environments

SPECIFICATIONS:

® UV stabilised polyethylene outer mesh

* Pre-filled sediment control unit

* Flexible tubulardesign

* Reusable construction

® Available in multiple lengths and diameters

* Suitable forindoor and outdoor use

CODE

DESCRIPTION

ES-SS-1 Spillsmart Green Poly Silt Sock - Tm x 150mm

APRIL 2026

7-9 Unley Street, Brendale QLD 4500. Australia Tel: +61 7 3889 6677




