PREMIUM ALUMINIUM
FLOOR BUNDING

PRODUCT INFORMATION SHEET

Overview

SpillSmart Premium Aluminium Floor Bunding is a
permanent, drive-over containment solution
designed to control spills while maintaining safe
vehicle access. Engineered for high-traffic industrial
environments, it delivers reliable containment with
enhanced visibility and compliance.

Features

Drive-over low-profile design

Marine-grade aluminium construction
High-visibility safety yellow finish

Smooth Transition Function (STF) technology
Precision traction grooves

Pre-drilled for easy installation

© Description

SpillSmart Premium Aluminium Floor Bunding provides a
robust and long-term containment solution for industrial
and commercial environments where safety, durability and
compliancearecritical.

Manufactured from marine-grade aluminium, the bunding
offers excellent corrosion resistance, strength and longevity,
making it suitable for demanding applications including
high-traffic warehouse and loading areas. The safety yellow
powder-coated finish ensures clear visual identification,
improving workplace safety and supporting compliance
with site standards.

Each precision-engineered section features a low-profile
design that allows vehicles, forklifts and pallet jacks to pass
over easily without compromising containment. SpillSmart’s
Smooth Transition Function (STF) technology enables
seamless crossings while maintaining effective spill control.

Machined traction grooves enhance grip, reducing slip risks
in busy operational areas. The bunding is fire resistant, non-
sparking and non-magnetic, making it suitable for use in
hazardous and safety-critical environments.

Supplied in pre-drilled sections for straightforward
installation, the system can be configured to suit a wide
range of layouts, including doorways, perimeter bunding
andequipmentzones.

DESIGNED FOR:

®* Warehouse and logistics facilities

* Loading docks and high-traffic zones
®* Hazardous goods storage areas

®* Wash bays and industrial work areas
® Safety-critical environments

® Compliance-driven installations

SPECIFICATIONS:

* Marine-grade aluminium construction
®* 200mm width x 30mm height profile

® 1200mm standard section length

* High-visibility powder-coated finish

® Precision traction grooves

® Fireresistant, non-sparking, non-magnetic

Pre-drilled for installation

CODE DESCRIPTION

ES-B-FB-A-PCY | 200mm (W) x 30mm (H) x 1200mm (L)
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