SILT CURTAINS
TYPE 2

PRODUCT INFORMATION SHEET

Overview

SpillSmart Silt Curtains Type 2 are designed for
sediment control in moderate water conditions
where wind, current and wave activity may be
present. They provide reliable containment for a
wide range of marine and construction applications.

Features

Designed for moderate flow and tidal conditions
Controls suspended sediment effectively
Reinforced structure for increased durability

UV stabilised PVC construction

Marine-grade connectors for secure joining

Custom sizes and configurations available

© Description

SpillSmart Type 2 Silt Curtains are engineered for use in
waterways where moderate currents, wind and wave
activity are present.

The system features a floating boom and geotextile skirt
that contain suspended sediment while allowing water to
flow through the curtain.

Constructed with higher strength materials than Type 1,
including reinforced PVC float chambers and high tensile
webbing, the system delivers improved durability and
performance.

Marine-grade aluminium Z-connectors allow multiple
sections to be securely joined, enabling large-scale
installations.

A galvanised chain ballast ensures stability and vertical
positioning of the curtain in changing conditions.

Custom configurations are available to suit site-specific
requirementsand environmental conditions.

DESIGNED FOR:

® Coastal andtidal waterways

® Construction sites near water

* Dredging and piling operations
* Bridge and marine works

* Sediment containmentin moderate conditions

SPECIFICATIONS:

® Closed cell foam flotation

® 270gsm geotextile skirt

®* 610gsm UV stabilised PVC float chamber
* High tensile webbing reinforcement

* ASTM F962 marine connectors

® Galvanised chain ballast

BEST FOR:

Type 2 Moderate water conditions

Custom engineered solutions available APRIL 2026
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