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Overview

SpillSmart Urethane Floor Bunding is a flexible,
modular containment system designed for
permanent spill control in industrial environments.
Built from high-performance urethane, it delivers
excellent chemical resistance, durability and low-
profile safety for high-traffic areas.

Features

Flexible urethane construction
Excellent chemical resistance
Low-profile drive-over design
High-visibility red finish
Pre-moulded anchor points
Modular and customisable system

© Description

SpillSmart Urethane Floor Bunding provides a durable and
adaptable containment solution for industrial facilities
requiring long-term spill control with flexible installation
options.

Manufactured from premium urethane, the bunding is
highly resistant to impacts, abrasion and a wide range of
chemicals including acids, alkalis, fuels and oils. This ensures
long-term performance in demanding environments such
aswarehouses, workshops and production areas.

The low-profile design allows vehicles, forklifts and
equipment to pass over safely while minimising trip hazards
for personnel. Its high-visibility red finish enhances
awareness in busy work zones, improving safety and
compliance.

Pre-moulded anchor points enable fast and secure
installation using dynabolts or similar fixings, while the
modular system allows sections to be easily configured, cut
tosize orcombined with corner pieces to suit specific layouts.

Ideal for containing hazardous liquids and preventing the
spread of spills, the system provides an effective barrier while
maintaining accessibility and operational efficiency.

DESIGNED FOR:

®* Warehouses and storage areas

* Workshops and maintenance facilities
®* Hazardousliquid storage zones

® Production and manufacturing areas
® Internal bundinglayouts and retrofits

® Industrial and commercial facilities

SPECIFICATIONS:

® Heavy-duty urethane construction

®* Chemical resistant (acids, fuels, oils, alkalis)
® Low-profile design for vehicle access

® High-visibility red finish

* Pre-moulded fixing points

®* Modularstraight and corner sections

* Compliantwith EPAand AS/NZS standards

CODE DESCRIPTION

ES-B-UB-1M 1m straight section —150mm (W) x 25mm (H)
ES-B-UB-C Corner section —150mm x 25mm

ES-B-Glue Installation adhesive (where required)
ES-B-Bolt Concrete fixing bolts (M8 x 75mm)

APRIL 2026

7-9 Unley Street, Brendale QLD 4500. Australia Tel: +61 7 3889 6677




