WATER-FILLED
BUNDING BOOM

PRODUCT INFORMATION SHEET

Overview

SpillSmart Water Filled Bunding Booms are
reusable containment barriers designed for rapid
deployment and effective liquid control. Filled with
water on-site, they provide a practical and efficient
bunding solution for spillmanagement.

Features

Rapid deployment bunding system

Filled on-site with water

Flexible and reusable design

Heavy-duty UV stabilised PVC construction
Joiner system for continuous lengths

Easy filling and emptying via inlet/outlet fitting

© Description

SpillSmart Water Filled Bunding Booms are engineered to
provide fast and effective containment of liquids across
hard surfaces.

Supplied empty for ease of transport, the boom is filled on-
site with water using an integrated inlet/outlet fitting,
allowing quick setup and removal.

Once deployed, the boom acts as a barrier to contain or
redirect liquids, helping prevent the spread of spills and
protect surrounding areas.

Manufactured from heavy-duty, UV stabilised PVC, the unit
offers durability and reliability in demanding
environments.

Joiners and corner connectors allow multiple booms to be
linked together, creating continuous containment systems
tailored to site conditions.

Reusable and easy todrain, the system providesa clean and
efficient alternative to sand-filled bunding solutions.

DESIGNED FOR:

® Construction and building sites

®* Warehouses and industrial facilities
* Workshopsand maintenance areas
* Stormwater inlet protection

®* Temporary spill containment

SPECIFICATIONS:

* HD900GSM UV stabilised PVC

* Filled with water via inlet/outlet fitting

* 50mm Velcro joiner system

® Optional 90° corner connectors

® Availablein1m,2m and 3mlengths (150mm height)

* Reusable and durable construction

CODE DESCRIPTION

ES-SSB-1W Tm x 150mm (empty)
ES-SSB-2W 2m x 150mm (empty)
ES-SSB-3W 3m x 150mm (empty)
ES-SSB-JW Joiner
ES-SSB-CNR-W | 90° Corner Joiner
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