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PRODUCT INFORMATION SHEET

Overview

SpillSmart Weed Booms are designed to contain
and control the movement of floating aquatic
vegetation in waterways. They create a barrier that
enables efficient collection, removal and
management of surface weeds.

Features

Controls migration of floating weeds
Captures small particles and vegetation
HDPE mesh skirt for fine filtration

UV stabilised heavy-duty PVC construction
Chain ballast for stability in water

Custom sizes and configurations available

© Description

SpillSmart Weed Booms are engineered to provide
effective containment of floating aquatic vegetation in
ponds,damsand waterways.

The boom creates a physical barrier that controls the
movement of surface-dwelling weeds, allowing them to be
contained, removed or treated efficiently.

Constructed from UV stabilised PVC with a HDPE mesh
skirt, the system is designed to capture smaller particles
andvegetation while maintaining water flow.

A galvanised chain ballast ensures the skirt remains
submerged, improving containment performance and
stability in varying conditions.

Available in standard 20m lengths with custom sizing
options, the boom can be tailored to suit specific project
requirementsand site conditions.

DESIGNED FOR:

* Floating weed containment

* Ponds,damsand waterways

®* Waterintakes and treatment systems

®* Swimming areas and recreational waters

* Environmental managementapplications

SPECIFICATIONS:

®* 610GSM UV stabilised PVC

®* HDPE mesh skirt for fine particle capture
® Galvanised chain ballast (6-8mm)

¢ Standard 20m boom lengths

® Customsizesavailable

* Typeland  Type 2 configurations available

* Australian Made

CODE DESCRIPTION

Type 1- PE 100x100mm Floats,

ES-WB-6T 6mm Gal Chain, 300mm drop
R _ Type 2 - PE 100xX100mm Floats,
ES-WB-6T2 6mm Gal Chain, 300mm drop
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